
 

 

 

2318 
Vertical Downstroke Baler 

 
Designed For: 

* Supermarkets * Retail Chains *  

* Hospitals * Hotels * Malls * 

 

 
This low-profile baler is ideal for limited ceiling heights or low 

clearance. This powerful heavy duty machine is specifically engineered for 

applications with limited height yet offers a 60” mill sized bale.  

The 2318 has all the important safety features that make us the leader in the vertical industry. 

Dimensional Data  Specifications 

Overall (Width x Depth x Height)  78" x 41" x 128"  Cylinder Bore 6" [15 cm] 

 [198 x 104 x 325 cm]  Cylinder Rod 3 1/2" [ 9 cm] 

Feed Height 43" [109 cm]  Rod Stroke 38" [97 cm] 

Baler Chamber (Depth x Height) 30" x 43" [76 x 109 cm]  Motor 10 Hp [7.45 Kw] 

  Average Cycle Time 45 sec 

Bale Size    
Bale Weight 600 - 800 Lbs OCC [272 - 363 Kg]  System Pressure  

Bale Width 60"  [152 cm]  Working Pressure 2000 psi [13,790 KPa] 

Bale Depth 30"  [76 cm]  Relief Pressure 2300 psi [15,858 KPa] 

Bale Height 43" [109 cm]   

  Platen Force 

Pump, Electric shipping Weight Data  Working Force 56,538 lbs [251,494 N] 

Pump 10.5 GPM [39.75 L/m]  Relief Force 65,019 lbs [289,219 N] 

Control Voltage 110 - 120 Vac   
Electric 208 / 230 / 460 - 3 Phase  Ram Pressure 

Ship Weight 3,950 Lbs [1792 Kg]  Nor Ram Pressure 30.9 psi [213 Kpa]  

  Max Ram Pressure 35.5 psi [245 Kpa] 
 


