
 

 

 

3600HDLP      
Vertical Downstroke Baler 

 

Designed For: 
* Malls* Retail Chains * Supermarkets * Hotels * 

Hospitals * 

            

 

A popular high density downstroke 60” baler the 3600HDLP is constructed 

with heavy duty structural steel and fits under an 8-foot ceiling. 
 

Dimensional Data  Specifications 

Overall (Width x Depth x Height) 94 ½” x 51 ¾” x 95 ½”  Cylinder Bore 6" [15 cm] 

 [240 x 131 x 243 cm]  Cylinder Rod 3 1/2" [ 9 cm] 

Feed Height 33" [94 cm]  Rod Stroke 27" [69 cm] 

Baler Chamber (Depth x Height) 36" x 46" [91 x 117 cm]  Motor 10 hp [7.45 Kw] 

  Average Cycle Time 32 sec 

Bale Size    
Bale Weight 600 - 800 Lbs OCC [272 - 363 Kg]  System Pressure  

Bale Width 60"  [152 cm]  Working Pressure 2,400 psi [16,547 KPa] 

Bale Depth 36"  [91 cm]  Relief Pressure 2,700 psi [18,616 KPa] 

Bale Height 30" [76 cm]   

  Platen Force 

Pump, Electric shipping Weight Data  Working Force 67,858 lbs [301,847 N] 

Pump 10.5 GPM [39.75 L/m]  Relief Force 76,341 lbs [339,582 N] 

Control Voltage 110 - 120 Vac   
Electric 208 / 230 / 460 - 3 Phase  Ram Pressure 

Ship Weight 4,720 Lbs [2,140 Kg]  Nor Ram Pressure 32.7 psi [225 Kpa]  

  Max Ram Pressure 36.7 psi [253 Kpa] 
  


