
B A L E R

Date:

M = Misused

O = OK

PO = Parts on Order

R = Replaced Part

W = Warrantable Part

Ratchet Binders (grease & check condition)

BALER INFO Hinge: Left / Right Voltage:

Relays ( proper position and continuity) 

Reset Button on Starter (check for breakage)

Power Switch 

Pressure Gauge (condition) 

Pressure Switch 

Ram Guides 

Ram Safety Limit Switch 

Model: Serial #:

Working for a 

Cleaner Future

Equipment Quality

Good Condition

Fair Condition

Poor Condition

Needs Replaced

Store #: Balers Time In: Time Out:

PTR Job #: PO #: Account #:

Service Company: Technician Name:

Mfg:

Equipment Status

A = Adjusted as needed

AA = Associate Abuse

PTR Baler Preventive Maintenance Report

C = Cleaned

I = Inspected

L = Lubricated

Oil Level 

Oil Condition 

Item Description

Cylinder Seals & Connections

Cylinder & Crown Bolts (check tightness)

Door Safety Switch

Ejector Cable 

Ejector Chain 

Cable Condition

Collar Assembly (excessive motion)

Status StatusItem Description

Auto Size Timer

Baling Chambers

Breakers (not sticking)

B A L E R

Y N

min

min

min

min

Starter Contacts (check for pitting and wear)

Stop Button / Switch 

Wiring Condition (check wires and terminals)

Up Limiter (check Up stop Limiter)

Additional Comments

Retaining Hooks 

Safety Door Limiter 

Safety Limit Switch for Platform 

Security Door Switch 

Print Name:

Store Associate Signature:

Start Switch 

hr

hr

hr

hr

PK Training Completed

Total Travel Time

Total PM Time

Total Service Time

Total Time

Main Door & Hinges 

Main Door Limiter 

Motor & Pump Coupling 

Good

Fair

Poor

Needs Training

Associates Scope of Equipment Knowledge

Ejector Retainers 

Ejector Welded Eye 

Fuse Clips (check for tightness) 

Gate Interlock 

Grease Fittings 

Lift Gate Tracks 

Ejector Hooks 


